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Cook Fiber Stucco Concentrate Specifications . Page 1 of 2

Cook’ BRAND ==

COOK BRAND FIBER STUCCO CONCENTRATE

MANUFACTURER

AW. Cook Cement Products 242 Amy Industrial Lane

Hoschtan, Ga. 30548

(706) 654-3677

fax (706) 654-3662 ) MY e Ams Ay |m' IN

DESCRIPTTON:

COOK BRAND FIBER CONCENTRATYE is a unique formulation of Portland cement, engineered fibers and other
adwmixtures, when used in combination with proper sand, produces a superior decorative crack resistant stucco.

FEATURES:

FIBER CONCENTRATE 80 Ib. bag. (Additian of 200-240 Ibs. stucco sand required). Meets ASTM C-926
Standard Specification for application of Portland Cement — Based Plaster,

SPECIFICATIONS:

Wire Lath: An excellent nlternative to conventional sand/cement stocco, FIBER CONCENTRATE completely
replaces the need for conventional 3 coat sincco over wire lath. It can be used as a one coat application over lath
with 2 donble back skim coat and texture, MASONRY: Can be used over all types of masonry surfaces, including
precast. EXTERIOR INSULATION SYSTEMS: Can be used as an excellent surlace coating over several types of
insulation materials when used in conjunction with metal lath or woven wire mesh.

SURFACE PREPARATION:

All conereie and masonry surfaces must be clean, dry, and free from oil, grease, dirt, curing compounds, form
release agents. paint, mildesw. loose scaling conerete or any foreign wmatter that would deter bond. Porons surfaces
should first be primed with COOK BRAND BONDING AGENT diluted 1:1 with clean water.

MIXING: Add approx. § gallons clean water to a mortar mixer; add the 80 . Fiber Concentrate and the
proper amount of sand and blend to a lump free smooth consistency

ASTM D 4258 Surface
Cleaning concrete for coating.

ASTM D 4259
Abrading Concrete

ASTM. D 4260
Acid Etching Concrete

ASTM D 4261 MILLION CONSTRUCTION, INC.

Surface cleaning concrete unit masonry for coating

http://www.awcookcement.com/CookSpccs/SPP/CK_FSC_spec.html lo® 7 9/30/2008
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Cook Fiber Stucco Concentrate Specifications Page 2 of 2

ASTM C 1063
Installation of Lathing & Fuvring for Portland cement-based plaster

AC12011R
Guide for making a condition survey of conerete in sevvice

CURING:
A light fog spray with clean water ance or twice a day for 3 days is recommended to insnve proper curing.
PACKAGING:
80 Ib. bag Available in white or gray
COYERAGE:
80 Ib. Fiber Concentrate with sand added (total 280-320 1h.) will cover:
220 sq. ft. @ 1/87

110 sq. ft. @ %”
75 5q. ft. @ 3/8” MILLION CONSTRUCTION, INC.

*Use in temperatuves hetween 40° and 100° F only.

http://www.awcookcement.com/CookSpecs/SPP/CK_FSC_spec.htm] 5 77 9/30/2008
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Tilath

Tilath is.diamond mesh lath, regular or self-furred, to which offset asphalt saturated
kraft building paper has been applied, The grade D paper typically used is water-
resistant, yet highly vapor permeable, and meets federal specification UU-B-790a,
type 1, grade D, style 2. Tilath reduces moisture penetration while allowing for the
dissipation of moisture vapor from within the structure. A foundation weep screed at
the bottom of all framed walls aids in the evacuation of any moisture that might
resch the surface of the building paper. (Required by most codes) The offset paper,
which is recessed from ane end and one side and overhangs on the opposile end
and side (see detail on page B). allows the applicalor (o easily install this product
correctly as prescribed by ASTM C1063. This specification requires that paper be
ship lapped, paper-to-peper and metal-to-metal for proper installation, Tilath is ideal
for use as a base for lile and traditional stucco, The paper backing aids in plaster
keying and stucco curing, protection of the sheathing during curing, and provides
moderate water resistance. Self-furred Tilath is provided with V" groove self-furring
mechanisms (see furring detail on page 7).

Dimpled Self Furring Lath is available by special order

H LN
MHLLION CONSTRUCTION, INC, Sisistusstasaiesspistiou
TILATH (1/8 INCH FLAT RIB) OFFSET PAPER ol
This Is the same as Tilath except that 1/8" rib lath is used in place of diamond | ARTFILTURNVERVERSINR
mesh lath. This product should nat be ‘considered to be self-furred. Like Tilath, : “%a‘ P opieny ‘“}}
grade D paper is applied in the offset manner, as described above. 7 7riiot H 3
rirel

Nominal sheet size 27" x 96°

Packaging: 10 pcs. (20 square yards) per bundle -
25 bundles (500 square yards) per pallet.

All lath is produced from hot dip galvanized steel per ASTM A663, A924 and
ASTM C847. Weights listed on page 6.

Scratch coat is fully embedded in the lath and is Scratch coal Is being applied to "V* Groove Self-Furred Tilath. The lath
isolated from supporting structure. Water resistant is attached to the framing members with wafer headed screws. A screw
backing paper allows controlled and uniform curing is placed into each self-furred mechanism.

of this plaster foundation.

Refer to ASTM C1063 for support spacing, lath selection, fastener selection and further Information regarding the proper installation of metal lath.
ASTM and most codes require hot dipped galvanized lath for all exterior applications.
- AMICQ recommends the usa of zinc or vinyl beads for all exterior applications.

B S e o Gl miagl del oDl s L . L e e i o . N Y <2
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X-66 Expanded Flanpe Casing Bead sometimes called a Plaster Stop) has a 3" expanded mesh flange. This trim
is used to terminate plaster or stucco around doors, windows or any other opening. The chosen ground height aids in screeding the

proper thickness of stucco.

5/8"

114"

112"

All X-6G Beads can be punched in the ground, but should not be used in lieu of a #7 FHA fuli weep
screed at base of wall, in compliance with ASTM G1063-06.

N-56 Marrow Wing Casing Bead nas the same basic profile as
X-66, but without the expanded flange. Nail and keying holes are provided in the
flange, which is approximately 13/s” wide. N-66 is produced in Fontana, CA only,
but is available for shipment. Weep holes are optional on all grounds.
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44lbs. 5 8800,
421bs, 840 1bs.
47 Ibs. 940 Ibs.
44 lbs. - 880 Ibs.
49 1bs. 980 Ibs.
47 1bs. 940 bs.
51 Ibs. 20 1020 Ibs.
491bs, 980 Ibs.
53105 0 1060bs.
511bs. 1020 1bs.
56 Ibs. 20 1120 Ibs.
53 Ibs, 1060 Ibs.
59 Ibs. 20 1180 Ibs.
56 Ibs. ) 1120 Ibs.

76 Ibs. 20 1520 Ibs.

740 Ibs.
700 Ibs.

780 lbs.
760 Ibs.

880 Ibs.
820 Ibs.

940 lbs.
880 Ibs.

940 Ibs.

MILLION CONSTRUCTION, INC.

www.amico-lath.com | 800.366.2642
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'METAL ACCESSORIES

Corner Beads provide exterior comer protection and a straight
ground for screeding. The X-1 Corner Bead has a 3" wide flange that

is flexible and adaptable to various ground heights. The X-1-N Narrow
Wing Corner Bead has the same design as X-1, but with a shorter, 2%"
wide flange. The X-2 Reinforced Gorner Bead is superior in strength to
X-1, due to added stiffener strips in the 3%" wide flange. The chart below
outlings the specifics on each style.

g

X- 10’ Galvanized 30 56 lbs. 21 1166 lbs.
X-1 10' Zint 30 48 Ibs. 21 1008 Ibs.

X-1-N 8 Galvanized 40 §5 Ibs, 20 1095 Ibs.

Xt-N 8 Zinc 40 47lbs. 20 935 Ibs.
X-1-N 10" Galvanized 30 51 Ibs. 21 1078 lbs,
X-1-N 10 Zine 30 44lbs. 21 920 Ibs.
X-2 10 Galvanized 30 76 lbs. 21 1600 Ibs.
X2 1w Zinc 30 .67Ibs. 2t 1407 Ibs.

Wire” 8,9,10" Zinc Coated 40 44 |bs, 24 1056 Ibs.

*AMICO Wire Corners are discussed further on page 13 (Speciatty Products)

Cornalath (Cormerite} is used in comers where walls intersect
with walls or ceilings. The reinforcing of corners helps prevent cracks.
The 105° angle offers resistance when pughed into the transition. Avail-
able in galvanized steel only.

il L?,‘ e Wﬂ‘ﬁ

2'x2"-4  Galvanized 125 35hs.  NA 30
2'x2'-8  Gavanized 75  504ls. 21 30
"x3"-8  Gavanized 75 7081bs. 15 25

Striplath is diamond mesh lath, produced in 4" and 6" wide strips
with smooth edges. Striplath is used to reinforce plaster around door and
window corners, reducing cracks caused by stress.

gl i @ P i i &
4" g Galvanized 75 50.4 Ibs. 20 25
6" 8 Galvanized 7 70.8 Ibs, 20 30

*0ther lengths available by request.
**Comalath is only produced In 4' lengths in Fontana, CA facility. Packaging information in fast column is unique to Fontana, CA facllity.
AMICO recommends the use of zinc or vinyl accessories for all exterior applivations, Contact your AMICO representative for a vinyl catalog or visit aur website.
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Cook” BRAND  womcoemenonre

ACRYLIC LIQUID

Admixture for Cement Based Mixes

MANUFACTURER

A.W. Cook Cement Products 242 Amy Industrial Lane Hoschton , Ga. 30548

(7086) 654-3677 fax (706) 654-3662 WC
DESCRIPTION

COOK BRAND ACRYLIC LIQUID is a ready to use, modified acrylic emulsion designed to permanently
bond concrete, masonry, stucco, terrazzo and Portland cements and mixes to horizontal and vertical
surfaces. ACRYLIC LIQUID is non-toxic, nonflammable, and safe to use. It is free of solvents or harmful
ingredients, and is nhoncombustible. ACRYLIC LIQUID reinforced cements and mortars have greater
adhesion, are more resistant to freeze-thaw cycling, the attacks of acids, alkalis or chemicals, and are
more abrasion resistant than the concrete to which they bond.

USES

ACRYLIC LIQUID is used to bond new concrete to either new or old concrete. For patching and
resurfacing precast panels, industrial concrete floors, highway and bridge deck repairs. Use ACRYLIC
LIQUID to mix FAST PATCH, CONCRETE PATCH, MASONRY TROWEL COAT, HYDROSEAL or
sand/cement mixes to increase bond, compressive and flexural strength.

COVERAGE

As a bonding agent for cement mixes: 200-300 sq. ft. of floor area, depending on the porosity of the
surface. Do not allow to dry on surface before applying topping mix.

APPLICATION

Remove all dirt, oil, curing compounds, sealers, paint or any other foreign material from the surface
you wish to bond to. Per-mix sand cement mixes. Blend together one part water to one part ACRYLIC
LIQUID. Add this blend to powder and mix thoroughly. Add additional liquid until proper consistency is
obtained. BONDING SLURRY MiX: 1 part ACRYLIC LIQUID, 1 part water, 5 parts cement and 2.5 parts
sand, Mix ingredients to a creamy, paste like consistency. Use a stiff bristle brush and scrub the slurry
into the surface. Oid concrete should be thoroughly moistened with water befora applying slurry. Any
excess water should be removed by mopping to prevent puddling, Apply topping while slurry is still
WET AND TACKY, DO NOT ALLOW TO DRY. This may result in bond failure, For applications requiring
a re-wettable bonding agent, use COOK BRAND BONDING AGENT. TOPPING MIXES: For topping
mixes over 3/8" deep to 1 ¥»” deep, use COOK BRAND CONCRETE PATCH “HIGH BUILD” for shallow
patching and thin resurfacing of worn, broken or spalled concrete surfaces use COOK BRAND
CONCRETE PATCH “REGULAR” kits.

CLEAN UP

MILLION CONSTRUCTION, INC.

hite:/www awenokeement com/CaokSnecs/l ARA/CK Acrviicliauid snec html L’h 9/30/2008
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Clean up is simple and easy with soap and water. Rinse tools before material hardens.
PRECAUTIONS

If in eye: flush immediately with water for 15 minutes. Consult a physician if irritation persists. If on
skin: wash affected area with s6ap and water. Launder contaminated clothing before reuse. If vapars
inhaled: remove subject to fresh air, In case of fire: this product is nonflammable in the liquid state.

Use water spray, foam, dry chemical or carbon dioxide on dried product. Spill or leak: contain and
remove with inert absarbent. Keep spill out of sewers.

MILLION CONSTRUCTION, INC.

WILLION CONSTRUCTION, e,

77
http://www.awcookcement.com/CookSpecs/LABA/CK_AcrylicLiquid_spec.html $/30/2008




