Anthony Johnson

2821  5th Street, NE Washington, DC 20017 202.709.1129 anthonyjacquine@gmail.com 



WORK HISTORY

Home Improvement Technician (Part-Time) 



July 2012—Present
Robert Smith’s Home Improvement 




Oxon Hill, MD 

· Utilize personal tools to installed drywall for residential projects.
· Floor preparation for installation of new wood and/or tile flooring.
· Interior/Exterior painting: determine and purchase proper amount of paint for each job.
· Maintain a safe and clean worksite. 

· Building debris removal.
Sanitation Worker 






March 2013—July 2013
Department of Public Works 





Washington, DC  

· Operated automated or semi-automated hoisting devices that lift refuse bins and dump contents into truck receptacle.
· Followed established routes, through residential streets and/or alleys or through business/industrial areas.
· Inspected trucks prior to beginning routes to ensure safe operating condition.
· Operated equipment that compressed collected refuse.
· Dumped refuse or recyclable materials at disposal sites.
· Filled out defective equipment reports to supervisors.
· Communicated with dispatchers concerning delays, unsafe sites, accidents, equipment breakdowns, or other maintenance problems.
· Checked road and/or weather conditions to determine how to route will be affected.
Seamstress 







November 2013—January 2010
Hazelton 







West Virginia  
· Monitored machine operation to detect problems such as defective stitching breaks in thread, or machine malfunctions.
· Positioned items under needles using marks on machines, clamps, templates, or cloth as guides.
· Placed spools of thread, cord, or other materials on spindles, insert bobbins, and thread ends through machine guides and components.
· Guided garments or garment parts (including bags) under machine needles and presser feet to sew parts together.
· Started and operated or tended machines such as single or double needle serging and flat-bed felling machines to automatically join, reinforce, or decorate materials or articles.

· Recorded quantities of materials processed.
· Inspected garments and examined repair tags and markings on garments to locate defects or damage and mark errors as necessary.
· Selected supplies such as fasteners and thread according to job requirements.
· Mounted attachments such as needles, cutting blades, or patterns plates and adjusted machine guides according to specifications.

